Art 90011
BAIN MARIES

USER’S MANUAL
Thank you for your purchasing and using our product 90011 BAIN MARIES. The design of this machine is reasonable. It is produced by steel with high quality and good spares of famous factory. For the purpose of making full use of function of this product and reduce unnecessary damage, please read this manual carefully and keep it for reference.

	WARNING

! Any refittment, incorrect installation, adjustment and maintenance may cause wealth damage and death. Please contact the supplier and ask the trained professionals to adjust and maintain the product.  
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Ⅱ
A. Structure and Accessory

1.1. Structure
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1.2. Accessory
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B. Attention

2.1. Special Attention

	WARNING

	! This Bain Maries is not suitable for family. This Bain Maries must be operated by trained cook because it is commercial machine.

	! Do not shake and tilt the Bain Maries. Any dismantlement and alteration can cause property accident. Please shut off power after using.

	! Do not open the shell of the Bain Maries. Otherwise the alteration of shell may get an electric shock in the cause of high tension. When cleaning do not clean it with a water jet because water can conduct electricity and the product may cause an electricity shock by leakage of electricity. Do not pat the product or put heavy thing onto the product. Incorrect operation may cause damage of the equipment.

	! Do not touch the Bain Maries or other parts during the operation even before or after it.

	! Do not get through electricity in case of damage and fire accident when there is not water in the Bain Maries.
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	Note

	! When the thunder is coming, cut off power soon. It will avoid the machine being damaged by thunderbolt.

	! Do not destroy the control panel with hard or sharp things. 

	! If the power cord is damaged, it must be replaced by the manufacturer or its service agent or a similarly qualified person in order to avoid an accident.


2.2. Safety Device

The temperature limiter (95℃) can safeguard the temperature of Bain Maries will not be too high (water in the machine is burned over or there is not water in it).

2.3. Shut off Power after Using

When not using the product, please rotate adjuster counter-clockwise to the off position. Then unplug the machine and cut off power.

C. How to Use

3.1. Place the Bain Maries

Put stable the Bain Maries onto horizontal place.

Rotate the adjuster of Bain Maries counter-clockwise to the off position.
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3.2. Full suitable warm water into the Bain Maries

The volume of water is coordinated with the depth of the food plate.

Generally speaking, after putting on food plate, it is suitable that warm water soaks the bottom of the food plate and water around the plate will rise and be away from the bottom of food plate 25cm.

3.3. Put Food into the Food Plate and Put the Plate into the Bain Maries

3.4. Get through Power of Bain Maries and adjust temperature for warm
Insert the plug into AC220V~240V socket and turn on switch. The indicator is on. Turn the temperature adjuster clockwise to a suitable position. The machine works.

How to lower temperature: Turn temperature adjuster counter-clockwise.

How to arise temperature: Turn temperature adjuster clockwise.

3.5. Finish working

Turn the temperature adjuster counter-clockwise to the off position, unplug the machine and cut off power supply.

Make use of drain valve to pour water. (High temperature! Do not touch it directly)

Use wet cotton cloth to clean besmirch for reference. (High temperature! Do not touch it directly)
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D. Daily Check

	Warning

	Must check the machine usually.

It can prevent from heavy accident happening.

If user think there are some troubles in the circuit or machine, stop using.


Everyday check the state of the machine carefully before and after using.

Before: Is the machine tilted?

Is the control penal broken?

Is the power cord old, crack or damaged?

When using: Is there any peculiar smell or stink? Is there any strange sound?

E. Trouble Shooting

	Trouble
	Check

	Light is not on
	Does the power supply connect?

	
	Is there electricity in electric net?

	Water doesn’t heat
	Does the power supply connect?

	
	Is there electricity in electric net?

	
	Is the adjusted temperature of temperature adjuster too low?

	Water is boiled
	Is the adjusted temperature of temperature adjuster too high?


The above items are for reference. If there are any troubles, please stop using and advice the professionals to check and maintain the machine.
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F. Specification

	Model
	 KG-205

	Dimension
	Width
	370mm

	
	Depth
	630mm

	
	Length
	295mm

	Input power
	AC220V~240V  50/60Hz

	Power
	1.2kw

	Material of shell
	Stainless steel

	Material of inside
	Stainless steel

	Stand
	Rubber stand

	Weight
	


G. Installation of Product

7.1. Attention before Installation

   The installed place must be horizontal and stable.

   Do not store any inflammable object near the installed place.

   The environment temperature: 0℃ to 35℃.

   The relative humidity: under 85%

   Are the accessories all ready.

   Is the appearance damaged?

7.2. Installation of Power Supply

	Warning

	Do not use any power supply that is not coordinated with the supplied power.

	Do not use any air switch and leakage switch that is not coordinated with safety regulation.

	Note

	The installation and maintenance must be done by professionals.


Before using please install more that 10A air switch, leakage switch, fuse and power socket.

Connect earth wire well.

Check the plug and connection board is all right.
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H. Circuit Diagram
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	Sign
	Name
	No.
	Specification
	Number

	S1
	Heat Breaker
	
	115℃ 250V 20A
	1

	S2
	Switch
	
	250V 15A
	1

	S3
	Temperature Controller
	
	200℃ 250V 15A
	1

	S4
	Temperature Limiter
	
	105℃ 250V 15A
	1

	EL
	Electric heating tube
	
	230V 1.2KW
	1
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